DOUBLE-SIDED
CANTILEVERRACK RACKING SYSTEM

www.ractem.ie



DOUBLE-SIDED
CANTILEVER RACK

« Supports up to 220kg per arm

+ Arms adjustable in 100mm increments
« Durable epoxy powder coating

+ Upto 3500kg per rack
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AVAILABLE SIZES (mm)

HEIGHT: 2000 | 2500 | 3000
WIDTH: 1030 | 1330

DEPTH: 1020 | 1220 | 1420
ARM LENGTH: 400 | 500 | 600

COLOURS OPTIONS
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DOUBLE-SIDED CANTILEVER RACK/STRUCTURAL COMPONENTS

UPRIGHTS

- Made from steel and painted blue with an epoxy
powder coating.

< Arms adjustable in 100mm increments.

= Slots on both sides to let you switch between single and
double-sided use (only the base needs to be changed).

MAX. LOAD PER RACK (KG)

(D) For a uniformly distributed load

HEIGHT ARM LENGTH
(mm) 2x400 2x500 2x600
2000 3500kg 2900kg 2600kg
2500 3220kg 2600kg 2240kg
3000 3000kg 2400kg 2000kg

AVAILABLE SIZES (mm)
HEIGHT: 2000 | 2500 | 3000

COLOUR

RAL

5010
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DOUBLE-SIDED CANTILEVER RACK/STRUCTURAL COMPONENTS

DOUBLE-SIDED BASE

- Made from steel and painted blue with an epoxy powder coating.
- H-shaped base for greater stability.

= Canbe anchored to the floor.
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= Cansupport up to 5 times the arm load.

AVAILABLE SIZES (mm)

LENGTH: 65 1020 - 1220 - 1420
1020mm for 400mm arms d ]
1220mm for 500mm arms *
1420mm for 600mm arms
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DOUBLE-SIDED CANTILEVER RACK/STRUCTURAL COMPONENTS

ARMS

- Made from steel and painted blue with an epoxy powder
coating.

= Theuprights allow the arms to be adjusted in 100mm
increments.
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- The safety blocks stop the arms from accidentally
detaching when loading or unloading goods.

< The arms feature slots at 100mm intervals.

AVAILABLE SIZES (mm) 106500406 .
LENGTH: 400 | 500 | 600 — | W oo
T 8[4, 165 | : 367-467-567 L"\\\—”"\\\_/”Vﬁf 115/ 9
MAX. LOAD PER ARM (KG) 25
@ For a uniformly distributed load § W
® &
ARM LENGTH ®/ ) 1,
400mm 500mm 600mm C\J
44,2 4 1112
220kg 175kg 140kg
SIDE VIEW FRONT VIEW
COLOUR . SOLDERING SEAM
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DOUBLE-SIDED CANTILEVER RACK/STRUCTURAL COMPONENTS

BRACING FRAME

- Made from galvanised steel.

= For each rack, the bracing frame is composed of 4
diagonal struts and 2 cross struts.

DIAGONAL/CROSS STRUT
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SIDE VIEW FRONT VIEW

COLOUR AVAILABLE SIZES (mm)
DISTANCE BETWEEN CENTRE POINTS: Tl

1030mm for 1000mm wide racks \2595591@@@5
1330mm for 1300mm wide racks
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DOUBLE-SIDED CANTILEVER RACK / ACCESSORIES

SEPARATOR GUARD

- Made from galvanised steel.

- Adjustable in 100mm increments.
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Accessory for connecting the
separator guard to the base

COLOUR
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DOUBLE-SIDED CANTILEVER RACK

I OA DS MAX. LOAD PER ARM (KG)
(D) For auniformly distributed load
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ARM LENGTH
U 220K 400mm 500mm 600mm
rarm.
- Upto gpera 220kg 175kg 140kg
- Upto 3500kg per rack (excluding the base).
- Thebase can support up to 5 times more than an arm.
The maximum loads will change based on how the rack is configured.
STARTER BAY STARTER + EXTENSION BAY SIDE VIEW OF RACK

Up to 440kg per level (each side) : Up to 660kg per level (each side)
Up to 440kg per level (each side) Up to 660kg per level (each side)

I I I I I Up to 1100kg on the base
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DOUBLE-SIDED CANTILEVER RACK

IMPORTANT MEASUREMENTS

Please note that, when setting up a row of racks with a starter and several extension bays, the bays should
be the same height and depth, although they can vary in terms of width.

In order to calculate the total length of a row, you should add 64mm to the combined width—32mm on
one side and 32mm on the other.

To calculate the total depth, you should add 220mm to 2x the stated depth.

O
o
C
o)
F
m
&0
)
m
O
0
>
<
|
F
m
<
m
~
S
(@]
A

STARTER BAY STARTER BAY EXTENSION BAY
32mm+ (Distance between centre points) +32mm 32mm+ (Distance between centre points) (Distance between centre points) +32mm 2 X STATED DEPTH + 220mm
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@ Tel: 01 568 6323
@ r q c e m Email: info@ractem.ie

RACKING SYSTEM www.ractem.ie

ESPANA | FRANCE | DEUTSCHLAND | ITALIA | PORTUGAL | OSTERREICH | BELGIEN | NIEDERLANDE | POLEN | SCHWEIZ | IRELAND



